
LAMPS GENERAL

Safety transformers which are integra-

ted in the lamp’s arm are well protected 

against soiling and other environmental 

influences by an additional housing. The 

cables are protected and routed inside 

the arm.

The well designed lamps Series 3 are 

equipped with a low-energy-bulb. The 

generated heat is very low. The safe-

ty glas can be removed without any 

special tool - which makes it very easy 

to put a new bulb into this lamps - within 

seconds! The handle keeps the important 

distance between safety glas and patient, 

but is also used to integrate the on/off 

switch and the orientating light. 

The lamps Series 4 are available with 2 

different systems – with a halogen bulb 

and with LED. The double-walled hou-

sing keeps the temperature very low. 

In practice

Operation is easy and solidly cons-

tructed. Robust joints (with an internal 

friction ring) can be set exactly by all 

users due to optimally dimensioned fine-

pitch thread handles (clamping levers). 

The highly stable handle enables the 

entire lamp to be brought to the correct 

working position. 

The universally useable spigot at the 

base of the lamp (18 mm) is suitable for 

use together with a wall rail claw, table 

attachment, wall attachment or together 

with a mobile upright stand pipe. This 

gives the user the opportunity to use the 

light easily at several different locations.
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LAMPS

Areas of use

All Provita lamps can be supplied for the 

following usage:

• Mobile lamps

• Wall rail lamps

• Wall lamps

• Ceiling lamps

Provita lamps convince through their top 

lighting performance and design. 

Series 1 lamps are most commonly used 

as examination lights.

Series 2 lamps are small and easy to 

handle. They have diverse deployment 

possibilities, for instance as a reading 

light at a patient’s bed or as a small 

doctor’s lamp. The lamps Series 3 and 4 

are mainly used as a patient reading light 

- due to the fact that the lamp  generates 

only very low heat.

Technology

The double-walled construction of the 

lamp housing, the halogen reþector lamp 

(with a metal oxide vaporised mirror) and 

additional aluminium heat sinks ensure 

an extremely low heat load to the light 

crown. Due to the low heat build-up, the 

ventilation slits can be kept very small. 

This improves the cleaning possibilities 

considerably an hence the hygienic con-

ditions. The series 1 lamps are equipped 

with stable handles.

Patient and user safety is the focus of 

attention for all series.  That is why all 

lamps are equipped with reinforced pro-

tecting glass as a standard feature.



INQUIRY  LAMPS
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Offer requested by 

Company	

Contact person  (Mr.     / Mrs.    )

Street 	

City / city code					     Country 

Phone 				                Fax 

e-mail

YOUR PROJECT:

Lamps    	           L

	            L

	            L

			   quantity/annual demand      shipments of

Accessories             

Special requests:      

(please specify special requests very detailed by sketch etc.)

Do you need assistance for a detailed inquiry? Please give us a call. Our sales-team will 

be pleased to help you! We can also provide you with local advice in cooperation with 

architects, hospital planners, hospital staff, etc. (for free)!

 
provita GmbH Medizintechnik

Auf der Huhfuhr 7 & 8

D-42929 Wermelskirchen

Phone:	 +49 (0)2193/5105-0

Fax: 	 +49 (0)2193/5105-26 (Sales)

	 +49 (0)2193/5105-33 (Purchasing)

	 +49 (0)2193/5105-11 (Accounting)

info@provita.de

www.provita.de

provita USA LLC

Phone: 1-866-PROVITA

srasoul@provitausa.com 

www.provitausa.com

D = Dimmer; F = Color temperature; I = international plug (please specify country); V = 110 V transformer; L = LED-bulb; W = further Accessories

(please take note, that mounting clamps etc. are not included with a lamp - except wall light and ceiling light)

  D         F         I         V         L         W

  D         F         I         V         L         W

  D         F         I         V         L         W



LAMPS SERIES 1
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MOBILE LAMP
WITH GOOSENECK ARM

Place of activity

• Hospital / treatment room

• Intensiv-care room

• Doctor`s room

Technical details

Total weight:		 appr. 3,6 kg / 9,5 kg1

Joining pin:		 18 x 35 mm (Ø x L)

Rollerbase height:		 appr. 1.070 mm

Material (roller base): 	chromium-plated steel

Base diameter:		 appr. 635 mm

Casters:		 twin plastic 50 mm, 

		 2 x antistatic and lockable, 

		 3 x normal

optional:

• dimmer		 • international plug

• 110 V-transformer		 • 2) colour correction ýlter

Colour of the lamp:	 RAL 9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 50 W,10°

Light intensity:	 appr. 46.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperatur:	 appr. 3.000 (3.700)2  Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 800 mm

Electric mains:	 230 V, 50 - 60 Hz

with drip vessel (e.g. for used needles) and 

holder, further accessories see appendix

L 100 005 A
L 111 105 A
L 121 105 A

without roller base
1) on mobile roller base

on height adjustable 

pole with roller base



LAMPS SERIES 1
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Accessories as mountings etc. see appendix 

please
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MOBILE LAMP
WITH JOINT (RIGID) ARM

Place of activity

• Hospital / treatment room

• Intensive care room

• Doctor`s room

Technical details

Joining pin:		 18 x 35 mm (Ø x L)

Rollerbase height:		 appr. 1.070 mm

Material (roller base):		chromium-plated steel

Base diameter:		 appr. 635 mm

Casters:		 twin plastic 50 mm,

		 2 x antistatic and lockable, 

		 3 x normal	

optional:

• dimmer		 • international plug

• 110 V-transformer		 • 2) colour correction ýlter

Colour of the lamp:	 RAL 9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 50 W,10°

Light intensity:	 appr. 46.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperature:	 appr. 3.000 (3.700)2  Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 800 mm

Electric mains:	 230 V, 50 - 60 Hz

Total weight:	 appr. 3,6 kg / 9,5 kg1 L 100 020 A
L 111 120 A
L 121 120 A

without roller base
1)  on mobile roller base

on height adjustable pole 

with roller base



LAMPS SERIES 1
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Accessories as mountings etc. see appendix 
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MOBILE LAMP
WITH JOINT (RIGID) ARM

Place of activity

• Hospital / treatment room

• Intensive care room

• Doctor`s room

Technical details

Joining pin:		 18 x 35 mm (Ø x L)

Rollerbase height:		 appr. 1.070 mm

Material (roller base):		chromium-plated steel

Base diameter:		 appr. 635 mm

Casters:		 twin plastic 50 mm,

		 2 x antistatic and lockable, 

		 3 x normal

optional:

• dimmer		 • international plug

• 110 V-transformer		 • 2) colour correction ýlter

Colour of the lamp:	 RAL 9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 50 W,10°

Light intensity:	 appr. 46.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperature:	 appr. 3.000 (3.700)2  Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 1.100 mm

Electric mains:	 230 V, 50 - 60 Hz

Total weight:	 appr. 3,6 kg / 9,5 kg1 L 100 061 A
L 111 161 A
L 121 161 A

without roller base
1)  on mobile roller base

on height adjustable pole 

with roller base



LAMPS SERIES 1
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CEILING MOUNTED LAMP

Place of activity

• Hospital / treatment room

• Intensive care room

• Doctor`s room

Technical details

Flange:		 Ø 200 mm

Electric mains:		 230 V, 50 - 60 Hz

Total weight:		 6,7 kg1 / 7,2 kg2 / 7,7 kg3

optional:

• 	4) colour correction ýlter

• 110 V - transformer

Farbe:	 RAL  9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 50 W, 10°

Light intensity:	 appr. 46.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperature:	 appr. 3.000 (3.700)4 Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 1.100 mm

Angle of rotation:	 appr. 330° 

L 125 067 A
L 127 067 A
L 130 067 A

1) for room height up to 2,5 m
2) for room height up to 2,7 m
3) for room height up to 3,0 m



LAMPS SERIES 1
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WALL MOUNTED LAMP

Place of activity

• Hospital / treatment room

• Intensive care room

• Doctor`s room

Technical details

Electric mains:		 230 V, 50 - 60 Hz

Total weight:		 appr. 4,2 kg

optional:

	• with external main cord (2,5 m cord length)

• dimmer

• international plug

• 	2) colour correction ýlter

• 110 V - transformer

Colour:	 RAL 9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 50 W, 10°

Light intensity:	 appr. 46.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperature:	 appr. 3.000 (3.700)2 Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 1.100 mm 

Working angle:	 appr. 330°

L 140 066 A



LAMPS SERIES 1

TWINLIGHT
FOR USE AS READING- (RL)  

AND EXAMINATION LIGHT (EL)

Place of activity

• Hospital / treatment room

• Intensiv-care room

• Doctor`s room

Twinlight with gooseneck arm1)

Technical details

Light intensity:		 appr. 36.000 Lux/500 mm (EL)

		 appr. 1.700 Lux/500 mm (RL)

Light ýeld:		 Ï 90 / 180 mm at 500 / 

		 1.000 mm (EL)		

		 Ø 350 / 700 mm at 500 / 

		 1.000 mm (RL)

optional:

• dimmer (Z2N66092)

• mobile roller base (S0118207)

Å colour correction ýlter (for ñELò only)

• ceiling mount

• wall mount

Colour of the lamp: 	 RAL 9002 (white)

Expected life time: 	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius: 	 appr. 800 mm1) + 2)

	 appr. 1.100 mm3)

Electric mains:	 230 V, 50-60 Hz

Protection class/type:	II / IP 20	

Total weight:	 approx. 3,6 kg

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V/ 50 W, 10° (EL)

	 12 V/ 20 W, 38° (RL)

without mounting parts

L 100 006 A
L 100 019 A
L 100 064 A

1) Twinlight with gooseneck arm 
2) Twinlight with double joints
3) Twinlight with triple joints

LAMPS SERIES 1

© provita GmbH
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Joint arm with triple joints3)Joint arm with double joints2) 



LAMPS SERIES 2
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MOBILE LAMP
WITH JOINT (RIGID) ARM 

Place of activity

• Hospital / treatment room

• Intensive care room

• Doctor`s room

Technical details

Joining pin:		 18 x 35 mm (Ø x L)

Rollerbase height:		 appr. 1.070 mm

Material (roller base):		chromium-plated steel

Base diameter:		 appr. 635 mm

Casters:		 twin plastic 50 mm,

		 2 x antistatic and lockable, 

		 3 x normal

optional:

• dimmer

• international plug

	• 2) colour correction ýlter

• 110 V - transformer

Colour of the lamp:	 RAL 9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 35 W, 10°

Light intensity:	 appr. 27.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperature:	 appr. 3000 (3.700)2 Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 1.100 mm

Electric mains:	 230 V, 50 - 60 Hz

Total weight:	 appr. 3,2 kg / 9,1 kg1

L 210 212 A
L 210 222 A

without roller base
1) on mobile roller base



LAMPS SERIES 2
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MOBILE LAMP
WITH GOOSENECK ARM

Place of activity

• Hospital / treatment room

• Intensive care room

• Doctor`s room

Technical details

Joining pin:		 18 x 35 mm (Ø x L)

Rollerbase height:		 appr. 1.070 mm

Material (roller base):		chromium-plated steel

Base diameter:		 appr. 635 mm

Casters:		 twin plastic 50 mm,

		 2 x antistatic and lockable, 

		 3 x normal

optional:

• dimmer

• international plug

	• 2) colour correction ýlter

• 110 V - transformer

Colour of the lamp:	 RAL 9002 (white)

Bulb type:	 halogen cool-light reþector 	

	 technology

Bulb details:	 12 V / 35 W, 10°

Light intensity:	 appr. 27.000 Lux / 500 mm

Light ýeld:	 Ï 90 / 180 mm at 

	 500 / 1.000 mm

Colour temperature:	 appr. 3.000 (3.700)2 Kelvin

Expected life time:	 appr. 3.000 h (bulb)

Switch:	 at the lamp head

Working radius:	 appr. 1.100 mm

Electric mains:	 230 V, 50 - 60 Hz

Total weight:	 appr. 3,2 kg / 9,1 kg1

L 220 212 A
L 220 222 A

without roller base
1) on mobile roller base


